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Superior Quality, exterior, water based textured paint and based on modified 

emulsion. 

 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOVO SHIELD 
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DEFINITION 

Novo Shield is an acrylic-base with special 

additives to improve workability, adhesion and 

color stability against UV and direct sunlight.  

Novo Shield is a unique weather resistance 

material with a good water proofing power and 

excellent color retention  

Novo Shield has good elasticity and flexibility, it 

avoids possible cracking.  

 

ADVANTAGES 

1. Final decorative coat on external and internal 

plastered surfaces. 

2. Economic and easy to use – can be applied 

manually and sprayed mechanically.  

3. High range of decorative colors.  

4. High weather and water resistance, with 

excellent color retention 

5. Recommended as anti-carbonation paint    

 

PROPERTIES @ 25 C° 

Color White, all required colors  

Working time  60 min  

Bulk density  
1.60 ± 0.05 gm./cm 3                              

theoretical for white color  

Rate of use  

0.250 - 1.6 kg/m2   

To obtain 80–500-micron 

DFT (depend on application 

method and conditions) 

PH 8 

Shelf life  
12 months in suitable 

storage conditions  

Crack bridge  1.5 mm  

Tensile strength  0.8N/mm2 

Carbon dioxide 

diffusion coefficient  
4.7×10-8 

 

DIRECTIONS OF USE 

Surface Preparation 

1. Remove dust, oil, grease, loose materials & 

paints that may affect adhesion with the 

substrate. 

2. Moisten the surface with clean water before 

the application. 

3. Good ventilation is usually required in 

confined areas to ensure proper drying  

Application Procedures 

1. Mix for 5 minutes, using a mechanical 

mixer whisk, Partial small amounts may be 

mixed manually, with trowel or other 

suitable hand mixing tools. 

2. The product now is ready for applying 

manually (Trowel) on vertical or horizontal.  

3. If the mortar in the pot starts to harden, do 

not add extra water, just remix till it turns 

back to the desired consistency 

 It is recommended to seal the substrates 

with a suitable sealer such as Novo Sealer 

or moisture with water to avoid inconsistent 

color finish, when applying on uneven or 

porous surface. 

 Diluted with clean water with maximum 

5%  

 The amount of mixing water should be 

monitored between batches to ensure color 

uniformity. 

FIELDS OF USE 

 Novo Shield is designed to finish the 

external and internal plastered surfaces 

especially on cement concrete surfaces.  

 Can be used to decorate and protect both 

old and new surface 
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STORAGE CONDITIONS 

 12 months under suitable storage 

conditions. 

 Store in dry conditions in the original, 

unopened bags or packs.  

 If stored at high temperature or high 

humidity conditions the shelf life may be 

affected. 
 

PACKING 
 

Novo Shield is available in 25 Kg bags  

HEALTH AND SAFETY 

 

 Novo Shield is non-toxic, non-corrosive 

and any splashes on the skin should be 

washed with water. 

 If contact with eyes occurs wash well with 

water immediately and ask for medical 

advice. 

 

 




