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 A high‐quality, cement‐based, polymer modified plastering.  
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DEFINITION 
Novo Steady is a cement-based plastering/rendering 

material composed of hydraulic binders, selected 

manufactured sand, aggregates, and special additives. It is 

supplied as a dry powder in bags/bulk ready to use on-site, 

which requires only the addition of clean water to produce 

cohesive mortar. Novo Steady  is specially designed for 

application by spray machine. It can be used manually if 

required, contains a special shrinkage control additive, and 

provides good adhesion with a uniform color surface. 

. 

ADVANTAGES 

• Precisely selected and tested raw materials and pr

oduct. 

• Highly controlled production process to ensure ex

act mixing ratios. 

• Economic, fast and easy to use, only addition of 

water is required. 

• Strong bonding layer, high water resistance and e

xtreme weather conditions and crack free. 

• Manual or mechanical mixing is suitable.   

• Outdoor and indoor use. 

• Colors stability against sunlight. 

• Complying ASTM C926 and DIN 18550. 
 

APPLICATION 

Binder Portland Cement ASTM C150 

Density  1.8 kg / liter  

 Pull Out Results  More than 0.7 N/mm² 

Compressive Strength  More than 5 N/mm² 

 Pot life (24°C) Approx. 2 hr.  

PACKING 

Novo Steady  is available in 30 KG bags. 

COVERAGE 

• Coat thickness 15 mm\m²  for every 30 kg bag 

(Coverage is varying according to surface condition) 
  

 

APPLICATION 

Novo Steady  is designed to be used at thicknesses 

between 15 and 25 mm in a single application. The 

product can be applied on block walls without 

using a scratch coat as long as the substrate is 

properly soaked before application. 

Mixing 

Add to the mixing container 4 - 6 liters of water for 

each 30 Kg bag of Premix Plaster S. Add the 

powder to the water and mix with a mechanical 

plaster mixer or low-speed electric drill fitted with 

a suitable paddle 3-4 minutes until achieving a 

uniform, lump-free consistency. 

The recommended water flow rate is 350 - 550 

Ltr/hr for the applications that use a plastering 

machine, depending on the rubber pump’s status. 

Use the mixed material within 120 min. 

Do not add water to the mix once the mixed mortar 

starts to harden. 

Smooth Concrete Surfaces 

Apply Novo Spatter Dash before the application or 

use Novo Steady 

Cleaning 

Clean tools with water before the mortar hardens. 

After the hardening, remove the residuals 

mechanically. 

 STORAGE 

Shelf life of 12 months from manufacturing date     

when stored in dry and shaded closed area. 

HEALTH AND SAFETY 

• Wear protecting cloths, gloves, glasses and  

face protection. 

• For eye contact, rinse with plenty of clean 

water then seek medical advice. 

• For more details, ask for our safety data she

et for the product. 
 


